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PFROBABLE STATIC TEST PREFARATIONS
BEIJING GUIDED MISSILE DEVELOPMENT AND PRCDUCTION CENTEER
CHANCXINDIAN. CHINA

1. SIGNIFICANCE: PROBABLE STATIC TEST PREPARATICNS ARE IN
FROGRESS AT TEST STAND 3. (SWN)

2. REMARKS: TWO TYPE C MISSILE RAILCARS, ONE TYPE B MISSILE
TRANSFER FLATCAR, ANLC ONE POSSIBLE TYPE A MISSILE-ASSCCIATED
RAILCAR ARE NEAR TEST STAND 3 WHERE MISSILE STAGE TESTING IS

CONDUCTED. THE PRESENCE CF THESE RAILCARS MAY REFRESENT FINAL

ACCEPTANCE TESTING OF ALL THREE STAGES OF THE CSL-X-3 (LONC

1 2-14890/83
NPIC/PEG (8/83)
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| | BEFORE ITS SCHEDULED INITIAL LAUNCHEH FROM SONGLIN SPACE 25X1

LAUNCE CCMPLEX ‘ LATER TRIS YEAR. (SWN)

BEIJING GUIDED MISSILE DEVELOPMENT AND PRCDUCTION CENTER
CHANGXINDIAN IS ONE OF TWO MAJCR MISS1LE CEVELOPMENT AND
PROCUCTION INSTALLATIONS IN BEIJING AND IS RESPONSIBLE FOK
RESEARCH AND DEVELOFMENT OF LICUID PROPELLANT BALLISTIC
MISSILES, PCSSIBLE NAVAL CRUISE MISSILES, AND AERCSPACE

SYSTEMS. THE CSL-X-3 IS AN UPGRADED VERSION OF THBE CSL-2 SPACE
LAUNCE VEHICLE AND INCLUDES A NEW HIGH ENERGY THIRD STAGE FOR

CGRBITING GEOSTATIONARY AND OTHER LARGE SATELLITES. (SWN)

3. COORDINATES 39-49-02N 116-08-13E

These notes have been prepared for briefing purposes only and should not be used for detailed ana-
lytical work. Their use should be restricted to the particular briefing board(s) they were prepared for
and must be considered valid only for the reporting period as indicated by the date of issue.
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